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EMI/RFI Shielding Tape
Item No. 610R

#610R is EMI/RFI shielding tape based on conductive fabric with conductive acrylic adhesive and

designed for prevention of static electricity & various electrical noises.

It features excellent working property with anti-tarnish Treament.

Properties Unit Value

Base Film Thickness ㎛  100

Total Thickness ㎛  120

Peel Strength initial gf/in 1400

Surface Ω/sq Under 0.5

Contact Ω/25㎟  Under 0.1

- When applying Pressure Sensitive Adhesive tape to any surface, please make sure that the surface should be

free from oil or any other surface contaminants such as powder, dust or release agent.

- Adhesive performance should be carefully checked when used on substrates containing plasticizers.

- The property warranty period is 6 months from the date of shipment when stored under a cool and

dry conditions of 25℃ ±5℃  and 40%±20%  R.H. in the original packaging.

- The above data are typical properties and should not be taken as a specification.

250g/30sec

1kg/30sec

TECHNICAL DATA

▶  Product Description

▶  Product Structure

▶  Note

▶  Product Data

Test Method

ASTM D 3652

ASTM D 3330

Electric Resistivity

→  Conductive Fabric (Anti-Tarnish) (100㎛)

→  Conductive Acrylic Adhesive (20㎛)
→  Paper Release Liner

Pakkausmateriaalia labels
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paletointiteippi

pakkausteippiä

kiristekalvo   

-  PVC teippit,  eri värejä
-  PPNN   äänetön  propeeniteippi
-  paperiteippi  kierrätyskelpoinen   myös painettuna
-  Kraft  paperiteippi  pintakäsitelty

-  pp teippi  paletointiin
-  lasikuituteippi  suuremmalla vetolujuudella

- käsikäyttöinen kiristekalvo  450 mm tai 100 mm
  myös  MUSTA versio

kuplakalvo
    -  kuplakalvo  600 mm leveänä

tarrakuoret
-  lähetyslistataskut tekstillä tai ilman   eri kokoja  C6  C5  C4 ym

-  merkkaustarrat, osoitelaput, varomerkit  ym




